
  

 
Cayenne Carbon Fiber Center Console Install Instructions 

 
Tools Required 
 MAcarbon Interior Install Tools 

 
 T-25 Torx bit 

T-20 Torx bit 
T-35 Torx bit 

 
 

Installation Steps 
Step Instructions Photo 

1 Open the center console lid and remove the two Torx 
screws located in the storage compartment as 
pictured here. 

 



  

2 Remove the second Torx screw. 

 
3 After removing the Torx screws, remove the plastic 

piece that secures the rear portion of the center 
console. 

 
4 Lift up the center console from the rear edge as 

shown. 

 
5 Keep lifting up the center console until all clips have 

been released.  Disconnect the wiring harness from 
the center console switches.  

 



  

 Using an install tool, remove the covers at the front 
of the grab handle. Pry gently as there are small clips 
at the lower, outside edge that can break if they are 
forced off. 

 
 The front of the handles are held in by two T-25 Torx 

bolts. Remove them. 

 
 For the right side handle, there is an electrical wire 

clipped to the side of the console. This wire obstructs 
access to the rear handle bolt.  Gently pull this off the 
console and move to the side.  

 
 Using the T-35 torx bolt and a ratchet, Undo the rear 

bolt. 

 



  

 Pull off the handle. Pull up and forward.  The handle 
will most likely require a fair amount of force to 
remove.  Take your time and wiggle the handle 
around to gradually loosen it.  

 
 Place the carbon handle onto the metal post. 

 
 Insert and tighten the front bolts. Pay attention to 

how the handle sits. There is a small post on the 
inside edge of the handle that must line up with a 
notch on the console. Do not fully tighten until the 
rear bolt has been inserted and tightened. 

 
 Tighten the rear bolt.  Be sure there is no play or 

‘squeaking’ for the handle. It should be very solid 
and firm.  (Removal picture shown) 

 



  

 Reconnect the wiring loom to the carbon fiber center 
console and slide the console head first so that the 
front slides into place.  Then snap the other clips into 
place by pressing firmly on the console 

 
 Reattach the rear trim piece located in the storage 

area. 

 
 Installation is all finished. 

 
 


