Ferrari 360/430/456/550/575/Enzo Full Carbon Airvent
Installation
Tools Required
Blue Painters Tape
Standard Screw driver (optional)
MAcarbon Flat Pry tool
Lithium Grease (Optional)

Installation Steps
Step
1.

Instructions
Ferrari has used the same basic airvent design for
most of their cars introduced after 1996. This
includes the 360, 430, 456, 550, 575, 599 and even
the mighty Enzo. Although this guide shows
installation in a 360, the same process applies to each
of these models.

2.

Place blue painters tape on the dash around where
you will insert the pry tool. The blue tape is to protect
the leather from any scratches as well as the
'stickiness' that afflicts many 360 (and soon the 430!)
vents. Note the black residue on the install tool!
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Step
3.

Instructions
Carefully pry the airvent out. You may need to work
at it from all sides. If the ring is loose or the airvent
particularly tight, the ring itself may pop off. If that
happens, you'll need to pull the rest of the vent body
out. You may remove all of the vents at once. They
are all the same so there is no real need to keep track
of which vent is from which hole.

4.

Remove the airvent.

5.

Take this opportunity to clean the airvent opening
with a damp cloth. A MAcarbon microfiber cloth
wetted with our detail spray is ideal for this.

6.

Take the vent to your workspace. Insert the
MAcarbon install tool between the ring and the
airvent body. Twist to pop off the ring. If the pry
tool is twisting and unable to get the ring off, then
use the standard screwdriver to pry it off. Use the
pry tool first though as it will not damage or scratch
any surfaces.
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Step
7.

Instructions
Take this opportunity to clean any dust from your
vents.

8.

When installing the carbon ring onto the airvent
body, the main focus will be to align the gears
correctly. Move the body gears so that they are at full
stop.

9.

Now insert the carbon ring. Align the last body gear
tooth into the last pitch (space) on the ring.
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Step
10.

Instructions
Press the ring into the vent body. Turn the vent to
make sure it turns without difficulty.

11.

You may want to grease the gears to make for an
even smoother turning of the vent ring. We have seen
some vents with grease from the factory, others have
been bone dry. Just be sure to leave this step until
after the vent is ready for installation!

12.

Insert the Airvent back into the hole in the dash. Note
the cutout for the gear mechanism in the dash
mounting plate.

13.

Finish the other vents and admire your new dash!
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